
SWAT-2.4X
Wireless Transceiver

SWAT 2.4X Features:

• Multi-channel:  30  channels
• Point-to-point  &  point-to-mass  pairing
• Stereo  audio  input  or  output (3.5mm)
• 
• 

High  level  input  0.5V  to  17V RMS
Auto  pairing  and  channel  scanning

Move

The SWAT-2.4X is a wireless audio 
t ransceiver  that  a l lows you to 
wirelessly play audio from the audio 
source to almost any powered speaker 
or amplifier.

The SWAT-2.4X is the perfect solution for your home theater set up. With the SWAT-2..4X, you don't have 
to worry about wiring a subwoofer that sits on the side of the room. For a high end theater system, use one, 
two or even three supernova subwoofers since one transmitter can pair to multiple receivers. Should you 
need to rearrange the subwoofers, there is no re-wiring required when using the SWAT-2.4X in your 
system.

The SWAT-2.4X is also ideal for parties and entertaining. For a seamless outdoor audio system, use the 
SWAT-2.4X and avoid the headache of outdoor wiring. You can play music from your source inside  the 
house and the sound will emit from the speakers outside. The SWAT-2.4X is also great for DJs who want 
more freedom when setting up their speakers.



SWAT-2.4X
Wireless Transceiver

DIMENSIONS

SWAT-2.4XSPECIFICATION

INTENDED USES:

Custom Integrators, 
Home Theaters

Contractors & Retailers
Wireless Headphones

2-Channel Music Systems
Restaurants & Bars
Surround Sound Enhancements

(H) Height 1” (25mm)

2-3/4” (69mm)

3-1/8” (80mm)

(W) Width

(D) Depth

3.6 - 6V DC

2400 MHz - 2528MHz

20Hz - 20kHz

100kHz

100M

Transmitter max 120mA / Receiver max: 40mA

Work Voltage

Frequency Range

Frequency Response

Frequency Stability

Range

Work Current
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